TEAC

Installation guide for the TEAC ASIO USB DRIVER

For Windows

Supported products
UD-701N, NT-505, UD-505, Al-503, NT-503, UD-503, UD-501, UD-501-SP,
Al-301DA, Al-301DA-SP, UD-301, UD-301-SP, HR-X101(CR-H101)

Recommended hardware
PC with Intel Core 2 Duo or faster processor
and 1 GB or more memory

Supported operating systems (as of April, 2021)
Windows 7 (32/64-bit)

Windows 8 (32/64-bit)

Windows 8.1 (32/64-bit)

Windows 10 (32/64-bit)

Install the TEAC ASIO USB DRIVER before connecting the
unit to a computer by USB.

4ASIO)

COMPATIBLE

ASIO is a registered trademark of
Steinberg Media Technologies GmbH

ASIO is a trademark and software of Steinberg Media Technologies
GmbH.

Microsoft, Windows and Windows Media are either registered trade-
marks or trademarks of Microsoft Corporation in the United States
and/or other countries.

Apple, Mac, OS X and macOS are trademarks of Apple Inc,, regis-
tered in the U.S. and other countries.

Bulk Pet is a registered trademark of INTERFACE CO.,, LTD.

Other company names and product names in this document are
the trademarks or registered trademarks of their respective owners.

Driver installation procedures

The screens used in this example are from Windows 10.

n Double-click the TEAC-AudioHS_(ver).exe file to open
the installation wizard.

If a Software (program) use confirmation pop-up appears, click
“Run”or “Yes"to continue with installation of the driver file.

DO1190320K

E Select the language that you want to use for instal-
lation and click “Next".

[ TEAC ASIO USB DRIVER - InstallShield Wizard X

Choose Setup Language

Select the language for this installation from the choices below.

English (United States) v

B Click“Next".

[ TEAC ASIO USB DRIVER - InstallShield Wizard K

“d
g Welcome to the InstallShield Wizard for TEAC ASIO USB
DRIVER

The InstallShield(R) Wizard will install TEAC ASIO USB DRIVER on your computer. To
continue, click Next

WARNING: This program is protected by copyright law and intemational treaties.

nCheck the contents of the Software License
Agreement, select “l accept the terms in the license
agreement” and click “Install”.

[ TEAC ASIO USB DRIVER - InstallShield Wizard X

-
License Agreement

Please read the following license agreement carefully.

Software License Agreement

END-USER LICENSE AGREEMENT FOR TEAC APPLICATION SOFTWARE

IMPORTANT - READ CAREFULLY:

This End-User License Agreement is a legal agreement between you (either an individual or a single entity) and TEAC
Corporation ("TEAC™ for the softwarc identified above, which includes computer software and associated media and
prinited materials (f any), and may include online or electronic documentation (hereinafter refered to 25 SOFTWARE).
By installing. copying, or otherwise using the SOFTWARE, you agree to be bound by the terms of this Agreement. If
vou do not agree to the terms of this Agreement, you are not authorized to use the SOFTWARE

The SOFTWARE is protected by copyright laws and intemational copysight freatics, as well as other intellectual
property laws and treaties. The SOFTWARE is licensed. not sold

1 GRANT OF LICENSE.
This Aereement grants vou the following rights:
| tn nsa manias AF thea SOFTWARFE anlr far TEAT PRONDITCTS a1

(@ | accept the terms in the license agreemen ) Print
<Back Install Cancel

v

Continued on the next page =»
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B If a Windows security pop-up message appears
during installation, click “Install” or “Continue
Anyway",

When using Windows 7
Display example

r 1
-~] Windows Security &J

Would you like to install this device software?

e Mame: TEAC Sound, video and game controllers
'\ ‘;l]" Publisher: TEAC Corporation

[T Always trust software from "TEAC Corporation”, “ Install “ Don't Install |

'# You should only install driver software from publishers you trust. How can I decide
which device software is safe to install?

E When the wizard’s completion screen appears, click
“Finish” to finish the installation.

[ TEAC ASIO USB DRIVER - InstallShield Wizard X

<S

InstallShield Wizard Completed

The InstaliShield Wizard has successfully installed TEAC ASIO USB DRIVER. Click Finish to
exit the wizard.

4l

Connecting with a computer

The first time the unit is connected to one of the computer’s USB
ports, a driver will be detected automatically.
® Refer to the operation manual for connection procedures.

The first time the unit is connected to a USB port on the
computer, a message will appear.

Display example

{¥ Setting up a device

We're setting up 'NT-505".

After a short time, “Device is ready” will appear.

Display example

¥ Device is ready

‘NT-505' is set up and rea

If the connected unit has been recognized properly, when you open
the Windows Sound Control Panel, “TEAC USB AUDIO DEVICE" will
have been added as a playback device.

Windows 10 example

3 Sound >

Playback Recording Sounds Communications

Select a playback device below to modify its settings:

a Digital Audio Interface B

% TEAC USE AUDIO DEVICE {lsach
\_ Default Device )

Configure Set Default Properties

Cancel Apply
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Setting the audio output device

When you open the Windows Sound Control Panel, the “TEAC USB
AUDIO DEVICE" can be selected as the default device for sound
playback.

The device selected here will be used to output Windows operation
sounds and the sound of playback from Windows Media Player.

You must change the settings as follows to set the
default device for sound playback.

[} After selecting “TEAC USB AUDIO DEVICE” on the
Sound Playback screen, click “Properties”.

E Click the “Supported Formats” tab at the top of the
Digital Audio Interface Properties screen.

B Click the checkboxes next to “DTS Audio” and other
formats in the “Encoded formats” list as necessary
to deselect all the formats (no checks in any boxes).

n Click “Apply” to confirm the setting.

= Digital Audio Interface Properties et

General | Supported Formats | evels Advanced Spatial sound

Encoded formats

Which of the following farmats is your Digital Receiver able to
decode?

TS Audio P Test
Jolby Digital -
icrosoft WMA Pro Audio

Sample Rates

Which of the following sample rates are supported by your
Digital Receiver?

32.0 kHz B8.2 kHz 132.0 P Test
44,1 kHz 96.0 kHz =
48,0 kHz 176.4 kHz

£ >

Cancel

Apply

B Next, click the “Advanced” tab.

If the Default Format is set to “384000 Hz", click the right end of
this setting to open a pull-down menu and select any sampling
frequency of 192000 Hz or less.

Some software might not function properly if the sampling fre-
quency is set to a value higher than 192000 Hz.

= Digital Audio Interface Properties x

General Supported Formats  Levels Spatial sound

Default Format

Select the sample rate and bit depth to be used when running
in shared mode,

2 channel, 32 bit, 192000 Hz (Studio Quality] P Test

Exclusive Mode

Allow applications to take exclusive control of this device

Give exclusive mode applications priarity

Restare Defaults

Cancel Apply

ﬂ Click“OK" to confirm the setting.

Music playback software settings

To output audio from music playback software from this unit when
connected to a computer by USB, set the sound playback device to
"TEAC USB AUDIO DEVICE" in the settings of the software that you
are using.

See the instructions for that software for details about how to set
the sound playback device.

If the software does not have a sound output device setting, usually
sound will be output from the device selected as the Default Device
set for Windows sound playback as described above.

® [f you only want the sound from specific software to be output
from this unit, select “TEAC USB AUDIO DEVICE" in the settings
of that software, but do not set “TEAC USB AUDIO DEVICE" as
the Default Device for sound playback in the Windows Sound
Control Panel.

Continued on the next page =»
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Changing the transmission mode B Select the desired transmission mode (Mode).

The buffer size used for data transmission can also be adjusted.
The transmission mode can be set to Isochronous or Bulk Pet for

UD-701N, UD-505 and NT-505 models.
Moreover, with Bulk Pet, four different modes can be set for the data
transmission pattern.

TEAC ASICO USB DRIVER Control Panel — x

® When this unit is first connected to a computer USB port, the
transmission mode is set to Isochronous.

® Use TEAC HR Audio Player to change the transmission mode.
Install it beforehand.

® This can also be changed from the TEAC ASIO USB DRIVER
Control Panel.

. Installation of a Bulk Pet driver will begin the first time Bulk Pet
n Launch TEACHR Audio Player. is selected. When driver installation completes, a message like

) TEACHR Audio Player - < the following will appear in the task tray.

File Playback Configure Help

Display example

TEAC e
9 9 & el
o ¥ Device is ready
@ 2 9 9 "NT-505' is set up and re
Playing  Artist V Title Duration

When driver installation completes, follow the procedures
under “Setting the audio output device”on the previous page.

0:00:00 / 0:00:00

E Select “Control Panel” from the “Configure” menu
to open the TEAC USB AUDIO Control Panel.

G| TEAC HR Audio Player - X
File Playback Configure | Help

Device I ——

TE_&-:\' Control Panel 'J ———

<]
STOP LAY
= LB

& 9 9

[

Playing  Artist Title Duration

0:00:00 / 0:00:00
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For Mac

Supported products
UD-701N, NT-505, UD-505

Supported operating systems (as of April, 2021)
OS X Yosemite (10.10)
OS X El Capitan (10.11)
macOS Sierra (10.12)
macOS High Sierra (10.13)
macOS Mojave (10.14)
macOS Catalina (10.15)
macOS Big Sur (11.0)

Driver installation procedures

This driver must be installed to use the Bulk Pet transmission mode.
® Restarting the operating system is necessary during installation.
Quit other applications before beginning driver installation.

n Uncompress the downloaded file.

BA pouble-click “TEAC USB AUDIO.pkg” to start
installation.

« |EAC USB AUDIO.pkg

B Click the “Continue” button.

-
Welcome to the TEAC USB AUDIO Installer

. Welcome to the Installer for TEAC USB AUDIO
Introduction

License This package will install TEAC USB AUDIO on your computer. To
Destination Select continue, click Continue.

e alhorivpe WARNING: This program is protected by copyright law and international
Installation freafies.

Summary

n Check the contents of the Software License

Agreement and click the “Continue” button.

& Install TEAC USB AUDIO B
Software License Agreement

English <]

License Software License Agreement

Introduction

Destination Select END-USER LICENSE AGREEMENT FOR TEAC APPLICATION SOFTWARE
Installation Type IMPORTANT - READ CAREFULLY:

! This End-User License Agreement is a legal agreement between you {either an individual or a
single entity) and TEAC Corposation ("TEAC") for the software ideaified above, which includes
computer software and associsted media and printed materials (if any), and may include online or
- clectronic documentation (hewcinafier referred w as SOFTWARE. By installing, copying, or
Summary otherwise using the SOFTWARE, you agree 1o be bound by the terms of this Agreemeat. 1f you

do not agree to the terms of this Agreement, you are not authorized to usc the SOFTWARE.
The SOFTWARE is protected by copyright laws and international copyright treaties, as well as
other intellectual property laws and treaties. The SOFTWARE is licensed, not sold.

Installation

1 GRANT OF LICENSE.
This Agreement grants you the following rights:
S TEAC grants to you the right to use copies of the SOFTWARE anly for
TS you have. You may also make a copy of the SOFTWARE for backup
and archival purposes.
2 RESTRICTIONS.
You may not distribute copies of the SOFTWARE to third parties.
You may not rent or lease the SOFTWARE.
3 TERMINATION.
Your rights under this Agreement terminate upon the disposal of your TEAC PRODUCTS,
or without prejudice to any other rights, TEAC may terminate this Agreement if you fail

Print... Save... Go Back

B Click the “Agree” button.

s Install TEAC USB AUDIO a

To continue installing the software you must agree to the terms of
the software license agreement.

Click Agree to continue or click Disagree to cancel the installation and
Liec quit the Installer.

Ins . .
Read License Disagree lora
T | ludes

ine or
o 1 electronic documentation (herematier referred a5 SOFTWAREY. By installing, copying, or
summary otherwise using the SOFTWARE, you agree 1o be bound by the terms of this Agreement. I you
do not agree to the tems of this Agreement, you are not authorized to use the SOFTWARE
The SOFTWARE is protected by copyright laws and international copyright treatics, as well as
other intellcetual property laws and treatics. The SOFTWARE is licensed, not sold

1 GRANT OF LICENSE.

This Agreement grants you the following rights:

Use and Copy. TEAC grants to you the right 1o use copics of the SOFTWARE only for
TEAC PRODUCTS you have. You may also make a copy of the SOFTWARE for backup
and archival purposes.

2 RESTRICTIONS,

You may not distribute copies of the SOFTWARE to third parties,

‘You may not rent or lease the SOFTWARE.

3 TERMINATION.

Your rights under this Agreement terminate upon the disposal of your TEAC PRODUCTS,
ar without prejudice to any other rights, TEAC may terminate this Agreement if you fail to

Print... Save... Go Back Continue

ﬂ Confirm that the hard disk selected for software

installation has enough open space, and click the
“Install” button.

-
Standard Install on “Macintosh HD"

[t This will take 1.5 MB of space on your computer.

License Click Install to perform a standard installation of this software
L on the disk “Macintesh HD".

Destination Select

Installation Type

Installation

Summary

Change Install Location...

Go Back Install

Continued on the next page =»



TEAC Installation guide for the TEAC ASIO USB DRIVER

ﬂ Quit other applications before clicking the “Continue B When “The installation was successful.” appears,

Installation” button. click the “Restart” button to quit the installer.
& Install TEAC USB AUDIO a ® & Install TEAC USB AUDIO [
-_‘__ When this software finishes installing, you The installation was completed successfully.
i A must restart your computer. Are you sure
Introductit é you want to install the software now? Introdustion
License i software License
Destinatio Gangel Destination Select
Installation rype Installation Type
Installation Installation The installation was successful.
Summary Summary

The software was installed.

Click Restart to finish installing the software.
Change Install Location...

Go Back Install J

An administrator account and password must be input to install

the software. Execution must be approved in the “Security & Privacy” preferences
when a system extension update pop-up appears, as shown in the
illustration below.

- Installer is trying to install new software. Type
your password to allow this.

Username: n

Password: |ssssssss '| System Extension Updated

A pregram has updated system
extension(s) signed by “Interface Co.,
Ltd. (JP)" To finish the update, you must

Cancel nstal oftware approve it in the Security & Privacy

System Preferences.

‘ Open Security Preferences '
-

Installing TEAC USB AUDIO

Introduction
License
Destination Select

Installation Type Preparing for installation...

¢ HiE S ity & Pri
Installation L < ecurity & Privacy Q

Summary
General  Filevault ~ Firewall = Privacy

Alogin password has been set for this user = Change Password..
Require password after sleep or screen saver begins
Show a message when the screen is locked

Disable automatic login

Allow apps downloaded from:
App Store
© App Store and identified developers

been updated.

£
Bl  Click the lock ta prevent further changes. Advanced..  ?
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Changing the transmission mode B Select the desired transmission mode (Mode).

® The buffer size used for data transmission cannot be

The transmission mode can be set to Isochronous or Bulk Pet for adjusted when using a Mac.

UD-701N, UD-505 and NT-505 models.

Moreover, with Bulk Pet, four different modes can be set for the data
. . 0 < T TEAC USB AUDIO Q Q

transmission pattern. - =

® When this unit is first connected to a computer USB port, the
transmission mode is set to Isochronous.

® Use TEAC HR Audio Player to change the transmission mode.
Install it beforehand.

I} Launch TEAC HR Audio Player.

e e TEAC HR Audio Player

E Select “Control Panel” from the “TEAC HR Audio
Player” menu to open the TEAC USB AUDIO Control
Panel.

¢ RFZCLEY T File Playb:
About TEAC HR Audio Player

Prafaranras 9

l Control Panel
Services »
Hide TEAC HR Audio Player 3H
Hide Others CHEH
Show All

Quit TEAC HR Audio Player 3Q
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TEAC ASIO USB DRIVER Release Notes

Windows version

Ver. 1.0.30
® The UD-701N is now supported.

Ver. 1.0.28
® |nVer 1.0.27, when set to Isochronous, playback with foobar2000
was not possible. This has been fixed.

Ver. 1.0.27

® The first time the ASIO USB DRIVER was installed in Windows 10,
files other than those with specific sampling frequencies could
not be played back. This has been fixed.

® In Windows 10, if TEAC ASIO USB DRIVER was selected as the
Audio Device in TEAC Hi-Res Editor, an error would occur and
TEAC Hi-Res Editor would quit. This has been fixed.

Ver. 1.0.21

® Support was added for 768kHz PCM and 22.5MHz DSD playback
by NT-505 and UD-505 models.

® Support was added for Bulk Pet.

Ver. 1.0.10

® \When not using the ASIO Driver for playback, for example when
using Windows Media Player or iTunes, pausing or starting play-
back at certain times could cause noise in the playback sound.
This has been fixed.

® Support was added for Windows 10.

Ver. 1.0.8

® \We have responded to an issue with the appearance of the TEAC
ASIO USB DRIVER Control Panel during 11.2MHz DSD playback.

® Due to a digital signature update, support for the Windows Vista
OS has been discontinued.
Since the only issue corrected was the above display issue,
Windows Vista users should install or continue to use version
1.0.6.

Ver. 1.0.6
® Support was added for 11.2MHz DSD playback using the UD-503
model.

Ver. 1.0.3
® The UD-301 and Al-301DA are now supported.

Ver. 1.0.2

® When connected to a USB 3.0 host controller made by Renesas
(NEQ), the supported products would not be recognized properly
in some cases. This has been fixed.

® When the driver is installed on Windows 8, Windows 7 or
Windows Vista, the “Default Format” bit rate and sampling rate
settings in the sound playback device properties for the TEAC
USB AUDIO DEVICE are now 24-bit/192000Hz.
For more about this setting, see Step B in “Setting the audio
output device”on page 3.

Mac version

Ver. 1.0.5
® The UD-701N is now supported.
® Support was added for macOS Big Sur.

Ver. 1.0.0
® Bulk Petis now supported.

0421 MA-1893M
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